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ET68-WE-XX
ET68 ENTRY INSWING DOOR DOUBLE
Locking: TBD
Operation:

Hinges: Welded Steel Barrel
Hinges w Brass Bearing

Glazing:

Dual/Triple pane Krypton Gas Filled
Integral Noise Control Included

Low E Options Available

Fully Tempered

Spacer, Black

Factory Installed Wet Glazing w Steel Stop
1/2" and 1" Muntins Available - FDL

Climate Proofing:
Integral Thermal Break
Dual Thermal Seals
Dual Air Seals

Frame:

Depth: 68 mm

Attachment: Mounting Lug

Finish:

Thermally Bonded Zinc Galvanized
2 Coats Epoxy Primer

3 Coats Acrylic Lacquer

3 Coats Clear Polyurethane

* MUNTINS ARE OPTIONAL

87,2
61,8
i JAMB & STILE
[] []
f— m —— Y
- — G
o7 O ]
= L  S—
2322
85,2 85,2
FENT— 618
THRESHOLD /_J;;L ﬁ
EXTENSION,
AVAILABLE SIZES - = — -
2-5/8", 4", 6" ouUTSIoE ] g
AND 8" i
f——
INSIDE I: — r_l D

" VERTICAL SECTION

Contact:888-300-9631 www.eurolitedoors.com
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